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USED FOR MAKING

FEATURES

BENEFITS 

SPECIFICATION

• PEDA
• LADDU
• ALOO LADU
• KACHORI BALLS

• SMALL & COMPACT IN SIZE
• COMPLETE TOP TO BOTTOM SS 304
• SIMPLE WEIGHT SETTING MECHANISM
• CASTOR-MOUNTED FOR EASY MOVEMENT
• INBUILT AC DRIVE FOR CONTROLLING OUTPUT SPEED 

• EASY TO OPERATE
• HYGIENIC OPERATION
• ENERGY-EFFICIENT MACHINE
• EASY TO OPEN & WASH WITH WATER
• HUGE LABOUR & POWER-SAVING BENEFITS
• ALL PIECES ARE OF PERFECT SIZE, SHAPE & WEIGHT
• NO GREASING/LUBRICATION REQUIRED FOR A LIFETIME• NO GREASING/LUBRICATION REQUIRED FOR A LIFETIME

• NET WEIGHT: APP. 200 KG
• HOOPER CAPACITY: 15 LITRES
• WEIGHT RANGE: 10 GM TO 50 GM 
• AIR PRESSURE: 0.6 CFM @ 4 KG PRESSURE 
• CAPACITY: APPRO. 3000 PIECES PER HOUR
• ELECTRICITY: 220V AC 50/60 HZ 390 WATTS
• LENGTH: 69 CM, WIDTH: 52 CM, HEIGHT: 138 CM• LENGTH: 69 CM, WIDTH: 52 CM, HEIGHT: 138 CM

LADDU MAKING 
MACHINE
LADDU MAKING MACHINE IS A MULTI-PURPOSE MACHINE. IT 
AUTOMATICALLY TAKES EQUAL PORTIONS FROM THE FOOD MIXTURE 
CUTS IT IN EQUAL PARTS, SHAPES THEM PERFECTLY WITH THE SPHERICAL 
BALL-MAKING ATTACHMENT AND GENTLY PLACES THEM IN THE TRAY.


